
Bandera
Fixed

A range of recessed wide beam LED 
downlight luminaires, suitable for use 
in foyers, meeting rooms, corridors and 
other areas in commercial buildings 
and retail shops.
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IP20 (IP54 and IP65 with certain 
attachments)

High Efficacy

Wide range of accessories available

Integral driver and chip on board

Up to 60,000 hours life



Bezel Colour Options

White Bezel –
Add WH

Chrome Bezel –
Add CH

Brushed
aluminium
bezel – Add BA

Attachment Types

Floating Type 1 -
The attachment
is floating
beneath a
perforated
corona

Floating Type 2
- The
attachment is
floating below
short pillars

Flush Type - The
attachment is
flush mounted
inside a frame

Floating outer
etched glass –
Add OE

Attachments for floating type 1 & 2

Floating blue
halo acrylic –
Add BH

Floating clear
glass – Add CG

Floating red
halo acrylic –
Add RH

Floating centre
etched glass –
Add CE

Floating clear
halo glass – Add
CH

Floating etched
halo glass – Add
EH

Floating fully
etched glass –
Add FE

Flush IP54 clear
glass – Add
IP54CG

Attachments for flush type only

Flush IP65 opal
polycarbonate –
Add IP65OP

Flush IP54 
centre
etched glass –
Add
IP54CE

Flush IP54 fully
etched glass –
Add IP54FE

Flush IP54 clear
polycarbonate –
Add IP54CP

Flush IP54 opal
polycarbonate –
Add IP54OP

Flush IP65 clear
glass – Add
IP65CG

D
o

w
n

lig
h

ts



D
o

w
n

lig
h

ts

Ordering Information

** max. 3 switching cycles per day
Code Builder

Dimensions

Classification of Protection

Against electric shock Class 1 protected with 
earthed metalwork. Against ingress of dust and 
moisture IP20 Technical Specification, IP54 and 
IP65 protection below ceiling when fitted with 
appropriate attachments.

LED Performance

Colour rendering 
Index (CRI) >80Ra

Colour consistency MacAdam 3 SDCM

Operations

Designed for operation in an interior 
environment.
Ambient temperature range:
-25°C to +35°C.
230V 50Hz nominal input voltage.

Photometrics

Standards

The Bandera range of luminaires is designed and
manufactured to meet the requirements of 
BSEN 60598 2-1.
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Integral emergency – Add IEM60
Self-test emergency – Add STEM
Dali/switch dimming* – Add DA
Colour 3000K – Add 30
Various diffusers available
Various colour bezels available

*Only available in remote driver versions

Code Driver Type Weight 
(kg)

Total 
Watts

Total 
Lumens

Luminaire 
Efficacy

IP 
Rating

LED Life
L70/B10

Warranty

11W BW1140WH Remote* 1.81 11 1024 93 IP20 60,000hr 5 year
20W BW2040WH Remote* 1.81 20 1959 99 IP20 60,000hr 5 year
30W BW3040WH Remote* 1.81 30 2902 93 IP20 60,000hr 5 year
47W BW5040WH Remote* 1.81 47 4532 94 IP20 60,000hr 5 year
18W BW1840IWH Intergrated 1.81 18 1775 101 IP20 50,000hr** 5 year

Specification

A range of recessed wide beam LED down light 
luminaires, suitable for use in foyers, meeting 
rooms, corridors and other areas in commercial 
buildings and retail shops.




