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Key features
 High efficacy of up to 141 Lm/cW

 IP66

 50,000 Hours L90 B10
 Certificated T6 Gas & T85 Dust

 Fully integral LED emergency  

 DALI dimming option

 Outputs ranging from 2910 - 10010 Lumens

 Various mounting options

 Through wiring as standard

ATEX rated LED luminaire, suitable for environments with a danger to explosion of gases, dust 
and combustible fumes. 
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Performance Data

• Colour Temperature: 4000K as standard (3000K, 5000K & 6500K available on special request)
• Lumen Range: 2,910-10,010 Lumens
• LED Life Data: 50,000 Hours at L90 B10
• Efficacy: Up to 141Lm/cW
• SDCM: 3 Step SDCM
• CRI: >80
• Driver: Fixed Output or DALI
• Beam Angle: 120°
• Emergency Lumen Output: 400 Lumen
• Emergency Battery: Nichel Cadmium (Ni-Cd) 3.6V 4Ah
• Emergency Technology: Manual Test

Materials & Environment

• Power Factor: >0.9
• Supply Voltage:  220-240V 50/60Hz

• Mounting: Direct mounting to ceiling or wall with us of screws and stainless brackets (included  in package)
• Installation: 3 phase for through wiring (1 phase at special request). Side cable entry
• Gland: M20 x 1.5
• Terminal: Screwless terminal 0.5mm-2.5mm
• Accessories: Optional side hangers (Not included in package)

Suspension with use if stainless hooks  (included in package)

Installation Notes
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Environment

• IK Rating: IP66
• IK Rating: IK10
• Operating Temperature: -25° to +55° (0° min on emergency )
• ATEX Zone: Zone 2/22

Physical Data

• Body: Grey polycarbonate
• Diffuser: Translucent polycarbonate
• Clips/Fixings: Stainless steel, polymide & 15% glass fibre
• Weight: 3.2kg-4.4kg, +0.5kg for emergency.
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Dimensions

Specification

To specify state: ATEX rated LED linear, Zone 2/22 rated weatherproof  for direct mounting 
to ceiling or wall. High impact resistant polycarbonate body and diffuser. 
As per- Hilclare Lighting, Primaled

Photometric
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• 4Ft  A=1272 D=700
• 5Ft  A=1572 D=940
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Product Number

Accessories

DescriptionCat No

Wall mounted side hanger   PLZ-WALLBRACKET 

   

PLZ222LED40 2910 22 132 

3640 27 135PLZ227LED40 

4000             30 133PLZ230LED40        

5010 37 135PLZ237LED40 

5820 42 139PLZ242LED40 

PRIMALED, 3000, 1200mm, 4000K 

7280 53 137

8010 58 138

10010 71 141

For DALI Dimming option suffix ‘DA’ , e.g. PLZ271LED40 becomes PLZ271LED40DA
For emergency option suffix ‘EM’, e.g. PLZ271LED40 becomes PLZ271LED40EM
For further information, contact our Customer Service Department on 0161 274 3626 or email sales@hilclare.com Lm/cW = 
luminaire lumens per circuit watt.

Part No Description Lumen Output (Lm)    System Power (W)    Efficacy (LM/cW)
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PLZ253LED40

PLZ258LED40

PLZ271LED40

PRIMALED, 4400, 1200mm, 4000K 

PRIMALED, 4000, 1500mm, 4000K 

PRIMALED, 5500, 1500mm, 4000K 

PRIMALED, 6400, 1200mm, 4000K 

PRIMALED, 8000, 1500mm, 4000K 

PRIMALED, 8800, 1200mm, 4000K 

PRIMALED, 11000, 1500mm, 4000K 




