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 Available 25W-180W
 Lumen outputs from 3,100 to 21,000 lumens 
 Rated life 100,000 hours
 Ra70

Key Range Features

Luminaire efficacy up to 126 lm/W 





Version 1

Sancha
Streetlights

Range of streetlights with rated life up to 100,000 hours.

 The Sancha is a great choice for many exterior applications including parking 
zones, roads, distribution centres,  building exteriors, footpaths and more

 





12 years 
warranty





Various light distributions available
IP66  ingress protection rating

IK08 impact resistance rating
60mm or 76mm mounting bracket diameter 
Photocell,  dimming options available 
Black or grey housing colour



Streetlig
h
ts

Sancha 
Streetlights

LUMEN WATTAGE EFFICACY LENS COLOUR SPIGOT 

DIAMETER OUTPUT (W) (lm/W) TEMP. 

(Im) 

HILCLARE PART 

NUMBER (grey housing)

SANCHA 1 25W 

3770 25 727 Dl 4000K 76mm 

3770 25 727 D2 4000K 76mm 

3770 25 727 D3 4000K 76mm 

3770 25 727 D4 4000K 76mm 

RL7S22G4Dl7 

RL7S22G4D27 

RL7S22G4D37 

RL7S22G4D47 

RL7S22G4D57 3770 25 727 D5 4000K 76mm 

SANCHA 130W 

3675 29 726 Dl 4000K 76mm 

3779 29 729 D2 4000K 76mm 

3707 29 727 D3 4000K 76mm 

3830 30 727 D4 4000K 76mm 

RL7S26G4Dl7 

RL7S26G4D27 

RL7S26G4D37 

RL7S26G4D47 

RL7S26G4D57 3796 30 725 D5 4000K 76mm 

SANCHA l S0W 

6202 52 779 Dl 4000K 76mm 

5837 47 724 D2 4000K 76mm 

6325 52 727 D3 4000K 76mm 

6239 57 722 D4 4000K 76mm 

RL7S46G4Dl7 

RL7S46G4D27 

RL7S46G4D37 

RL7S46G4D47 

RL7S46G4D57 6774 57 727 D5 4000K 76mm 

SANCHA 170W 

8288 70 778 Dl 4000K 76mm 

8549 68 726 D2 4000K 76mm 

8360 70 779 D3 4000K 76mm 

8668 70 724 D4 4000K 76mm 

RL7S69G4Dl7 

RL7S69G4D27 

RL7S69G4D37 

RL7S69G4D47 

RL7S69G4D57 8566 70 722 D5 4000K 76mm 
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SANCHA 2 120W 

74867 727 723 Dl 4000K 76mm 

75025 778 727 D2 4000K 76mm 

75326 727 727 D3 4000K 76mm 

74673 720 722 D4 4000K 76mm 

RL2S709G4Dl7 

RL2S709G4D27 

RL2S709G4D37 

RL2S709G4D47 

RL2S709G4D57 75037 779 727 D5 4000K 76mm 

SANCHA 2 150W 

SANCHA290W 

77437 92 725 Dl 4000K 76mm 

77397 90 727 D2 4000K 76mm 

77487 90 728 D3 4000K 76mm 

77487 92 725 D4 4000K 76mm 

RL2S87G4Dl7 

RL2S87G4D27 

RL2S87G4D37 

RL2S87G4D47 

RL2S87G4D57 77773 92 727 D5 4000K 76mm 

LUMEN WATTAGE EFFICACY LENS COLOUR 

OUTPUT (W) (lm/W) TEMP. 

(Im) 

HILCLARE PART 

NUMBER (grey housing)

SPIGOT 

DIAMETER 
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Sancha 
Streetlights

More Photometric Data
>70

LED
Colour Rendering Index (CRI) 
Light Source
Rated life at 25°C 100,000 hrs

D1
Symmetric (Forward 

Throw) – Wide Road + 
Pavement

D2
Symmetric (Forward 

Throw) – Narrow Road/
Single Lane Track

D3
Road Light (Normal 

Distribution)

D4
Wide Throw (Footpath)

D5
Open Area (Car Park)
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Sancha 
Streetlights

Environment

Ingress Protection (From Front) 
Impact Protection 
Application
Ambient Rated Temp. (Min.) 
Ambient Rated Temp. (Max.)

IP66
IK08 

Exterior
-40°C 

30°C

Electrical

 Input Voltage
Power Factor 
Electrical Class
Energy Efficiency Rating (LED)

220 - 240 VAC 
0.95

Class I
A++/A+/A

Dimensions
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Sancha 
Streetlights

Physical

Warranty 
Housing Material 
Housing Colour 
Length
Width
Height

12 Years
Aluminium
Grey or Black
530mm (Sancha 1) or 620mm (Sancha2)
283mm (Sancha 1) or 350mm (Sancha 2)
115 mm 

Black colour variant
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